30'-0" NOMINAL
MOUNTING HEIGHT
ARM LENGTH - 9'

180° FROM HANDHOLE
8'-0" RADIUS

LED HEAD - PHILIPS LUMEC

CATALOG NO.: RVM-160W96LED4K-R-LE2-UNIV-RC-BK
FACTORY FINISH - BLACK

WITH 20 YEAR LIFE PHOTO EYE

LOCKING-TYPE PHOTOELECTRIC CONTROL
MODEL: FPS476-73 WITH 24" LONG LEAD

PROVIDE 1 EA 1/2" THREADED STAINLESS STEEL INSERT ON TOP OF ARM
THE 1/2" INSERT SHALL ACCEPT THE SPECIFIED PHOTO EYE THREADS

CUT SHAFT OFF
TO 3/8 MIN

SO WELD IS
VISIBLE

.0721

/

STEEL CODE
NUMBER

40B350-1 H-BASE
ASSY W/40A348-1
DOOR ASSY
7"x11"x14 1/2"

5/16-18NC x 3/4 LG HX HD BOLT
(F593C-SS) & 2 BRASS FLAT WASHERS

2"

malll I

11/2"

10 H | —11/4" @ WIRE

l ACCESS HOLE
20" 17"

N PERICESS
11/2"LSLOTS

——f 4"

CHANNEL DETAIL

——1145"—|

—

1/4 PLATE
MILLERBERND MANUFACTURING COMPANY G Q
OR EQUAL. _\ (4)11/4 DIA
STAINLESS STEEL LIGHTING STANDARD 103/4 —] ON 15" BC
MILLERBERND FACTORY FINISH - BLACK \ DIA
105/8
sQ CTRS
15" DIA BC

15"sQ

POLE BASE DETAIL

LUMINAIRE HOLOPHANE: | —_—
WASHINGTON POST LIGHT
LUMINAIRE ACORN STYLE HEAD
WITH LED LUMINAIRE.

TOP BOLT OF ARM
ARM 16"
PAINT: BLACK BOTTOM | y1gn
180° FROM BOLT B
HANDHOLE
— 77 I‘\MGBS GFCI 15A FLUSH
MOUNT OUTLET PER SKA523
(40A302 FLUSH MT PLATE 0°
1" PIPE THREAD BANNER TO DOOR)
BRACKET INSERT 0° FROM PROVIDE ONE 4" INSERT FOR ONE CAST
HANDHOLE . ALUMINUM FLAG HOLDER 180° FROM
Q“/ HANDHOLE. BLACK.
e | gr WILL ACCEPT UP TO 1'@ FLAG SHAFT
L]
| =0
. 4 EA £" STAINLESS STEEL
| g STREET SIGN INSERTS.
106" 90° LEFT FROM HANDHOLE
149 1" PIPE THREAD A
BANNER BRACKET
INSERT 0° FROM
HANDHOLE
87"
9'-0"
| HAND HOLE
BREAKAWAY "H" BASE /

20" 21"

MODIFIED WITH EYE HOLE
TO ACCOMODATE FLOWER
POT HOLDER

KA63-W COSHOCTON ARM
OR
HOLOPHANE NORTHBROOK
SERIES NPWB-MOD-BLK

NOTES:

1. PROVIDE INSERTS FOR TWO SIGNS AND ONE BANNER.
BANNER INSERTS TO BE 1" PIPE THREAD WITH
REMOVABLE THREADED PLUG.

2. PROVIDE ELECTRICAL RECEPTACLE ON BACK SIDE OF POLE.

3. THE POLE & THE FOLLOWING PARTS ARE
SHIPPED UNASSEMBLED:
(1) WEATHER RESISTANT SKA523 MFS35 SS DUPLEX 15A FLUSH
MOUNT OUTLET C/W WEATHER PROOF FLIP COVER-BLACK

4. MILLERBERND #16-XSDB4-9-300-001 BREAKAWAY STAINLESS
STEEL LIGHT POLE.

POLE/FIXTURE

MINIMUM 3'-5' FROM FACE OF CURB TO FACE OF
POLE ON MINNESOTA AVE. FROM THE SOUTH SIDE
OF ELM ST. TO HIGHWAY 99 WEST.

5 b
"CHANCE" STEEL SCREW-IN BASE
(INSTALLED BY CITY)

STAINLESS STEEL POLE
STREET LIGHT

NOT TO SCALE
SAINT PETER STANDARD

PLATE 2001

STAINLESS STEEL POLE
STREET LIGHT

STANDARD DETAIL
PLATE NO:

2001

APPROVED: ADOPTED BY CITY COUNCIL ON MARCH 23, 2009

REVISED: REVISION ADOPTED BY CITY COUNCIL ON APRIL 14, 2014

REMARKS: COMMERCIAL

CITY. OF

Y:\STPE\2001stpe.dwg

SAINT PETER UTILITY STANDARD DETAIL

aiyi
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